ilcoDrive GZ

The powerful yet quiet rotation drive actuator solution
for applications in hospital environments. As the
product is certified to EN 60601-1:2017 it is the perfect
solution for the health care market.

Standard model

= Torque 12 Nm

= Reinforced polymer housing
= Optional Hall

Recommended control system modules
* ilcoPower SMPS (Various options)
= ilcoControl Handset (Various options)
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Product details

Parameter Comment Min | Typical Max Unit
Supply voltage 2x 24 2x 35 \Y
Power consumption under nominal load 200 IN-LBS 7A 9,5 A
Type of protection 1
Protection class IP X4 IP X6
Torque Rotation 8-10 12 Nm
Connection options 2-PIN LS Plug
speed without load 6,4 mm/s
speed with nominal load 200 IN-LBS 49 mm/s
Color Light grey, Black Light Grey
Duty cycle Max 10%, 2 minutes continuous operation followed by 18 min. stop 5 | cycles/min
Storage temperature non-condensing 0 +40 °C
Ambient temperature | non-condensing +5 +35 °C
Housing material
Approvals CE, UL, CUL
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Order key

Type of drive

GZ =ilcoDrive GZ

Color of housing

GR =grey RAL 7035
SW = black RAL 9005

Installation dimension in mm

279 mm (+/- 2mm)

Torque max. 12 Nm

Motor Voltage 18/24

Protection class IPX
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